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Highly Efficient > 93%

High input power factor > 0.99

High reliability digital control

Wide input voltage range, 120V onwards
Full protection function

Intelligent RS 232 Communication Port
External battery for backup time (Option)
Hot Swappable Battery pack
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P | specifications

10K (1-2) 20K (3-1)
MF 1110L MF 3120L

Input

Power factor > 0.98 at ful lcad

THD < 5%

\Oltage range(M) 220/230/240 (120-276:50%aLtp.t:140-276.75%atp t:160-276:100%0utpu|  3phvIphout (208478 for L al50%~ 100%)

Frequency range(H?) 50/60 = 6% (50/60 Hz settings)

Battery vatage(\ic) 36 | 48 | 9% | 120 | 120 | 240

Qutput

RPower(\A) 100 | 2000 | 3000 [ 5000 | 6000 | 1000 | 1000 | 15000 | 20000

Power factor 0.7 (standard), 0.9 (option)

\altage(V) 220/230/240 + 2%

Frequency(H?) 50/ 60 + 0.5% (Battery node)

Waseform Pue sinrewave

THD THD< 3%(Linear load)

Overloed i 1 8%~ 130%for 60 seconds. 131%~ 150%for 30 seconds. > 150%faor 300 s )

Battery

Batt type 32V | 4xa2v | 8x12v| 1642V 1 a2V | 20x12V

Charger curert(Max) 4~ 7 Arp Sandard (Hgher Rating optional)

Recharge Tine < 1 Gousto90%

Cther Features

Gomrunication RS232 port supports UPS ponver menagaent software or UPSIIon2000

SN\MR(option) power managanent from SNIVIP maneger and Wb browser

USB(gption) windows farily

Dispay LCD Dsplay the status for UPS

Alarm Battery low vdtage, albnormal power supply, UPSfailure

Pratection Pratection for battery low vdtage overload, short-circuit and over tenrperature

Noise (dB) < 45dB(1 nete)

Hficdency > 93%

Tenperatue & RH O~ 400C0O~ 95% Nocondensation

Dimensi on \W«DxHmm

UPSwithout Battery  144x4 9x2 B 190x369x318 191x Z9x 39/ 25 3 x 66002 5 B8 00253 x 63 7 2BB& 6 3 7 25BBITK700 253x637x700

W\eight (kg) 14Kg/7.5Kgd 20Kg 1IKg | 35Kg/20Kg| 52Kg/30Kg| 55Kg/32Kg|  34Kg 35Kg. 52Kg. 55Kg.
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The UPS is equip with monitoring/
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